
150

•	�hot-dip galvanized acc. to ISO 1461

WIDE SPAN CABLE LADDERS

Fullfills NEMA 20B standard	

Width B (mm) Part Nr. Thickness
S (mm)

150 41A-15W-150/DG 2,00

200 41A-15W-200/DG 2,00

300 41A-15W-300/DG 2,00

400 41A-15W-400/DG 2,00

500 41A-15W-500/DG 2,00

600 41A-15W-600/DG 2,00

750 41A-15W-750/DG 2,00

900 41A-15W-900/DG 2,00

DG: to be used outdoors or 
indoors in humid atmosphere

150
SIDE HEIGHT

• Standards length: 6,0mts.

• �Out turned upper edges of side rails, for rein-
forcement and cable protection.

• �for each standard length 2 connectors type 
10NCR 1517 have to be ordered separately.
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Cable Ladders

Echelles à câbles

Kabelleitern

Kablo merdivenleri

EN

FR

D

RU

TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Cable Ladders 100

Part No T W A L Kg/m
GE-MX-10-A100 2 100 100 3000 5.70
GE-MX-15-A100 2 150 100 3000 5.90
GE-MX-20-A100 2 200 100 3000 6.10
GE-MX-25-A100 2 250 100 3000 6.30
GE-MX-30-A100 2 300 100 3000 6.50
GE-MX-40-A100 2 400 100 3000 6.90
GE-MX-45-A100 2 450 100 3000 7.10
GE-MX-50-A100 2 500 100 3000 7.30
GE-MX-60-A100 2 600 100 3000 7.70
GE-MX-75-A100 2 750 100 3000 8.30
GE-MX-90-A100 2 900 100 3000 8.90

L
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W
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GE-EKX
Coupler
Ek parçasý Part No T A Kg

GE-EKX-100 2 100 0.54

GE-SDX
Hinge plate
Seviye deðiþtirme Part No Kg

GE-SDX-100 0.74

Base holes available upon request.
Ýstek üzerine taban delikleri ile imal edilir.

Custom production available upon request.
Ýsteðe göre diðer ölçülerde üretim yapýlýr.
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Width B (mm) Part Nr.

150 41BKI-15W-150/DG

200 41BKI-15W-200/DG

300 41BKI-15W-300/DG

400 41BKI-15W-400/DG

500 41BKI-15W-500/DG

600 41BKI-15W-600/DG

750 41BKI-15W-750/DG

900 41BKI-15W-900/DG

Width B (mm) Part Nr.

150 41BKO-15W-150/DG

200 41BKO-15W-200/DG

300 41BKO-15W-300/DG

400 41BKO-15W-400/DG

500 41BKO-15W-500/DG

600 41BKO-15W-600/DG

750 41BKO-15W-750/DG

900 41BKO-15W-900/DG

150
SIDE HEIGHT

DG: to be used outdoors or 
indoors in humid atmosphere

•	�hot-dip galvanized acc. to ISO 1461

BENDS 90° INSIDE 

BENDS 90° OUTSIDE 

•	�hot-dip galvanized acc. to ISO 1461

L
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Cable Ladders

Echelles à câbles

Kabelleitern

Kablo merdivenleri
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TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

GE-MX-D90-A150
90º flat bend
90º dönüþ elemaný

Cable Ladders 150

Upon
requestR

GE-MX-T-A150
Tee
T elemaný

Part No T W A L Kg
GE-MX-D90-10-A150 2 100 150 260 3.40
GE-MX-D90-15-A150 2 150 150 310 3.70
GE-MX-D90-20-A150 2 200 150 360 4.20
GE-MX-D90-25-A150 2 250 150 410 4.70
GE-MX-D90-30-A150 2 300 150 460 5.20
GE-MX-D90-40-A150 2 400 150 560 6.60
GE-MX-D90-45-A150 2 450 150 610 6.90
GE-MX-D90-50-A150 2 500 150 660 8.00
GE-MX-D90-60-A150 2 600 150 760 9.20
GE-MX-D90-75-A150 2 750 150 910 11.00
GE-MX-D90-90-A150 2 900 150 1060 12.70

Part No T W A L Kg
GE-MX-T-10-A150 2 100 150 420 4.10
GE-MX-T-15-A150 2 150 150 470 4.50
GE-MX-T-20-A150 2 200 150 520 4.90
GE-MX-T-25-A150 2 250 150 570 5.30
GE-MX-T-30-A150 2 300 150 620 5.70
GE-MX-T-40-A150 2 400 150 720 6.50
GE-MX-T-45-A150 2 450 150 770 7.00
GE-MX-T-50-A150 2 500 150 820 7.50
GE-MX-T-60-A150 2 600 150 920 8.90
GE-MX-T-75-A150 2 750 150 1070 10.40
GE-MX-T-90-A150 2 900 150 1220 11.80

A

=T
W

A

=T
W

W

W1

W2

W3Equal Tee
Eþit T Elemaný

Unequal Tee
Eþit olmayan T Elemaný

Vertical bends in 90º, 60º, 45º, 30º are available on request.
90º vertical bend is supplied in standard unless the angle
specified when ordering.

90º, 60º, 45º, 30º dönüþler mevcuttur.
Baþka ölçü belirtilmedikçe standart 90º teslim edilir.

Please specify the widths of unequal tees by drawing.
Eþit olmayan T’ lerde W ölçülerini sipariþte belirtiniz.

L
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Width B (mm) Part Nr.

150 41BLI-15W-150/DG

200 41BLI-15W-200/DG

300 41BLI-15W-300/DG

400 41BLI-15W-400/DG

500 41BLI-15W-500/DG

600 41BLI-15W-600/DG

750 41BLI-15W-750/DG

900 41BLI-15W-900/DG

Width B (mm) Part Nr.

150 41BLO-15W-150/DG

200 41BLO-15W-200/DG

300 41BLO-15W-300/DG

400 41BLO-15W-400/DG

500 41BLO-15W-500/DG

600 41BLO-15W-600/DG

750 41BLO-15W-750/DG

900 41BLO-15W-900/DG

150
SIDE HEIGHT

DG: to be used outdoors or 
indoors in humid atmosphere

•	�hot-dip galvanized acc. to ISO 1461

BENDS 45° INSIDE 

BENDS 45° OUTSIDE 

•	�hot-dip galvanized acc. to ISO 1461

L
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Cable Ladders
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TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

GE-MX-D90-A150
90º flat bend
90º dönüþ elemaný

Cable Ladders 150

Upon
requestR

GE-MX-T-A150
Tee
T elemaný

Part No T W A L Kg
GE-MX-D90-10-A150 2 100 150 260 3.40
GE-MX-D90-15-A150 2 150 150 310 3.70
GE-MX-D90-20-A150 2 200 150 360 4.20
GE-MX-D90-25-A150 2 250 150 410 4.70
GE-MX-D90-30-A150 2 300 150 460 5.20
GE-MX-D90-40-A150 2 400 150 560 6.60
GE-MX-D90-45-A150 2 450 150 610 6.90
GE-MX-D90-50-A150 2 500 150 660 8.00
GE-MX-D90-60-A150 2 600 150 760 9.20
GE-MX-D90-75-A150 2 750 150 910 11.00
GE-MX-D90-90-A150 2 900 150 1060 12.70

Part No T W A L Kg
GE-MX-T-10-A150 2 100 150 420 4.10
GE-MX-T-15-A150 2 150 150 470 4.50
GE-MX-T-20-A150 2 200 150 520 4.90
GE-MX-T-25-A150 2 250 150 570 5.30
GE-MX-T-30-A150 2 300 150 620 5.70
GE-MX-T-40-A150 2 400 150 720 6.50
GE-MX-T-45-A150 2 450 150 770 7.00
GE-MX-T-50-A150 2 500 150 820 7.50
GE-MX-T-60-A150 2 600 150 920 8.90
GE-MX-T-75-A150 2 750 150 1070 10.40
GE-MX-T-90-A150 2 900 150 1220 11.80

A
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W

W1

W2

W3Equal Tee
Eþit T Elemaný

Unequal Tee
Eþit olmayan T Elemaný

Vertical bends in 90º, 60º, 45º, 30º are available on request.
90º vertical bend is supplied in standard unless the angle
specified when ordering.

90º, 60º, 45º, 30º dönüþler mevcuttur.
Baþka ölçü belirtilmedikçe standart 90º teslim edilir.

Please specify the widths of unequal tees by drawing.
Eþit olmayan T’ lerde W ölçülerini sipariþte belirtiniz.

L
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Width B (mm) Part Nr.

150 41E-15W-150/DG

200 41E-15W-200/DG

300 41E-15W-300/DG

400 41E-15W-400/DG

500 41E-15W-500/DG

600 41E-15W-600/DG

750 41E-15W-750/DG

900 41E-15W-900/DG

Width B (mm) Part Nr.

150 41F-15W-150/DG

200 41F-15W-200/DG

300 41F-15W-300/DG

400 41F-15W-400/DG

500 41F-15W-500/DG

600 41F-15W-600/DG

750 41F-15W-750/DG

900 41F-15W-900/DG

150
SIDE HEIGHT

DG: to be used outdoors or 
indoors in humid atmosphere

•	�hot-dip galvanized acc. to ISO 1461

TEES 

CROSSES

•	�hot-dip galvanized acc. to ISO 1461

L
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TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

GE-MX-D90-A150
90º flat bend
90º dönüþ elemaný

Cable Ladders 150

Upon
requestR

GE-MX-T-A150
Tee
T elemaný

Part No T W A L Kg
GE-MX-D90-10-A150 2 100 150 260 3.40
GE-MX-D90-15-A150 2 150 150 310 3.70
GE-MX-D90-20-A150 2 200 150 360 4.20
GE-MX-D90-25-A150 2 250 150 410 4.70
GE-MX-D90-30-A150 2 300 150 460 5.20
GE-MX-D90-40-A150 2 400 150 560 6.60
GE-MX-D90-45-A150 2 450 150 610 6.90
GE-MX-D90-50-A150 2 500 150 660 8.00
GE-MX-D90-60-A150 2 600 150 760 9.20
GE-MX-D90-75-A150 2 750 150 910 11.00
GE-MX-D90-90-A150 2 900 150 1060 12.70

Part No T W A L Kg
GE-MX-T-10-A150 2 100 150 420 4.10
GE-MX-T-15-A150 2 150 150 470 4.50
GE-MX-T-20-A150 2 200 150 520 4.90
GE-MX-T-25-A150 2 250 150 570 5.30
GE-MX-T-30-A150 2 300 150 620 5.70
GE-MX-T-40-A150 2 400 150 720 6.50
GE-MX-T-45-A150 2 450 150 770 7.00
GE-MX-T-50-A150 2 500 150 820 7.50
GE-MX-T-60-A150 2 600 150 920 8.90
GE-MX-T-75-A150 2 750 150 1070 10.40
GE-MX-T-90-A150 2 900 150 1220 11.80

A
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W

W1

W2

W3Equal Tee
Eþit T Elemaný

Unequal Tee
Eþit olmayan T Elemaný

Vertical bends in 90º, 60º, 45º, 30º are available on request.
90º vertical bend is supplied in standard unless the angle
specified when ordering.

90º, 60º, 45º, 30º dönüþler mevcuttur.
Baþka ölçü belirtilmedikçe standart 90º teslim edilir.

Please specify the widths of unequal tees by drawing.
Eþit olmayan T’ lerde W ölçülerini sipariþte belirtiniz.
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TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

GE-MX-DB-A150
Crossing
Dörtlü Baðlantý Elemaný

Cable Ladders 150

GE-MX-OB90-A150
90º vertical bend, outside
90º dýþ bükey elemaný

GE-MX-IB90-A150
90º vertical bend, inside
90º iç bükey elemaný

Part No T W A L Kg
GE-MX-DB-10-A150 2 100 150 420 5.10
GE-MX-DB-15-A150 2 150 150 470 5.60
GE-MX-DB-20-A150 2 200 150 520 6.10
GE-MX-DB-25-A150 2 250 150 570 6.60
GE-MX-DB-30-A150 2 300 150 620 7.10
GE-MX-DB-40-A150 2 400 150 720 8.10
GE-MX-DB-45-A150 2 450 150 770 8.60
GE-MX-DB-50-A150 2 500 150 820 9.10
GE-MX-DB-60-A150 2 600 150 920 10.00
GE-MX-DB-75-A150 2 750 150 1070 11.50
GE-MX-DB-90-A150 2 900 150 1220 13.00

Part No T W A L Kg
GE-MX-OB90-10-A150 2 100 150 540 5.70
GE-MX-OB90-15-A150 2 150 150 540 5.90
GE-MX-OB90-20-A150 2 200 150 540 6.10
GE-MX-OB90-25-A150 2 250 150 540 6.30
GE-MX-OB90-30-A150 2 300 150 540 6.50
GE-MX-OB90-40-A150 2 400 150 540 6.80
GE-MX-OB90-45-A150 2 450 150 540 7.00
GE-MX-OB90-50-A150 2 500 150 540 7.10
GE-MX-OB90-60-A150 2 600 150 540 7.50
GE-MX-OB90-75-A150 2 750 150 540 8.10
GE-MX-OB90-90-A150 2 900 150 540 8.50

Part No T W A L Kg
GE-MX-IB90-10-A150 2 100 150 540 5.70
GE-MX-IB90-15-A150 2 150 150 540 5.90
GE-MX-IB90-20-A150 2 200 150 540 6.10
GE-MX-IB90-25-A150 2 250 150 540 6.30
GE-MX-IB90-30-A150 2 300 150 540 6.50
GE-MX-IB90-40-A150 2 400 150 540 6.80
GE-MX-IB90-45-A150 2 450 150 540 7.00
GE-MX-IB90-50-A150 2 500 150 540 7.10
GE-MX-IB90-60-A150 2 600 150 540 7.50
GE-MX-IB90-75-A150 2 750 150 540 8.10
GE-MX-IB90-90-A150 2 900 150 540 8.50
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Vertical bends in 90º, 60º, 45º, 30º are available on request.
90º vertical bend is supplied in standard unless the angle
specified when ordering.

90º, 60º, 45º, 30º dönüþler mevcuttur.
Baþka ölçü belirtilmedikçe standart 90º teslim edilir.
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Width B (mm) Part Nr.

150 41GCI-15W-150/DG

200 41GCI-15W-200/DG

300 41GCI-15W-300/DG

400 41GCI-15W-400/DG

500 41GCI-15W-500/DG

600 41GCI-15W-600/DG

750 41GCI-15W-750/DG

900 41GCI-15W-900/DG

Width B (mm) Part Nr.

150 41GCO-15W-150/DG

200 41GCO-15W-200/DG

300 41GCO-15W-300/DG

400 41GCO-15W-400/DG

500 41GCO-15W-500/DG

600 41GCO-15W-600/DG

750 41GCO-15W-750/DG

900 41GCO-15W-900/DG

150
SIDE HEIGHT

DG: to be used outdoors or 
indoors in humid atmosphere

•	�hot-dip galvanized acc. to ISO 1461

VERTICAL BENDS INSIDE

VERTICAL BENDS OUTSIDE 

•	�hot-dip galvanized acc. to ISO 1461
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TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

GE-MX-DB-A150
Crossing
Dörtlü Baðlantý Elemaný

Cable Ladders 150

GE-MX-OB90-A150
90º vertical bend, outside
90º dýþ bükey elemaný

GE-MX-IB90-A150
90º vertical bend, inside
90º iç bükey elemaný

Part No T W A L Kg
GE-MX-DB-10-A150 2 100 150 420 5.10
GE-MX-DB-15-A150 2 150 150 470 5.60
GE-MX-DB-20-A150 2 200 150 520 6.10
GE-MX-DB-25-A150 2 250 150 570 6.60
GE-MX-DB-30-A150 2 300 150 620 7.10
GE-MX-DB-40-A150 2 400 150 720 8.10
GE-MX-DB-45-A150 2 450 150 770 8.60
GE-MX-DB-50-A150 2 500 150 820 9.10
GE-MX-DB-60-A150 2 600 150 920 10.00
GE-MX-DB-75-A150 2 750 150 1070 11.50
GE-MX-DB-90-A150 2 900 150 1220 13.00

Part No T W A L Kg
GE-MX-OB90-10-A150 2 100 150 540 5.70
GE-MX-OB90-15-A150 2 150 150 540 5.90
GE-MX-OB90-20-A150 2 200 150 540 6.10
GE-MX-OB90-25-A150 2 250 150 540 6.30
GE-MX-OB90-30-A150 2 300 150 540 6.50
GE-MX-OB90-40-A150 2 400 150 540 6.80
GE-MX-OB90-45-A150 2 450 150 540 7.00
GE-MX-OB90-50-A150 2 500 150 540 7.10
GE-MX-OB90-60-A150 2 600 150 540 7.50
GE-MX-OB90-75-A150 2 750 150 540 8.10
GE-MX-OB90-90-A150 2 900 150 540 8.50

Part No T W A L Kg
GE-MX-IB90-10-A150 2 100 150 540 5.70
GE-MX-IB90-15-A150 2 150 150 540 5.90
GE-MX-IB90-20-A150 2 200 150 540 6.10
GE-MX-IB90-25-A150 2 250 150 540 6.30
GE-MX-IB90-30-A150 2 300 150 540 6.50
GE-MX-IB90-40-A150 2 400 150 540 6.80
GE-MX-IB90-45-A150 2 450 150 540 7.00
GE-MX-IB90-50-A150 2 500 150 540 7.10
GE-MX-IB90-60-A150 2 600 150 540 7.50
GE-MX-IB90-75-A150 2 750 150 540 8.10
GE-MX-IB90-90-A150 2 900 150 540 8.50
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Vertical bends in 90º, 60º, 45º, 30º are available on request.
90º vertical bend is supplied in standard unless the angle
specified when ordering.

90º, 60º, 45º, 30º dönüþler mevcuttur.
Baþka ölçü belirtilmedikçe standart 90º teslim edilir.
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TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

GE-MX-DB-A150
Crossing
Dörtlü Baðlantý Elemaný

Cable Ladders 150

GE-MX-OB90-A150
90º vertical bend, outside
90º dýþ bükey elemaný

GE-MX-IB90-A150
90º vertical bend, inside
90º iç bükey elemaný

Part No T W A L Kg
GE-MX-DB-10-A150 2 100 150 420 5.10
GE-MX-DB-15-A150 2 150 150 470 5.60
GE-MX-DB-20-A150 2 200 150 520 6.10
GE-MX-DB-25-A150 2 250 150 570 6.60
GE-MX-DB-30-A150 2 300 150 620 7.10
GE-MX-DB-40-A150 2 400 150 720 8.10
GE-MX-DB-45-A150 2 450 150 770 8.60
GE-MX-DB-50-A150 2 500 150 820 9.10
GE-MX-DB-60-A150 2 600 150 920 10.00
GE-MX-DB-75-A150 2 750 150 1070 11.50
GE-MX-DB-90-A150 2 900 150 1220 13.00

Part No T W A L Kg
GE-MX-OB90-10-A150 2 100 150 540 5.70
GE-MX-OB90-15-A150 2 150 150 540 5.90
GE-MX-OB90-20-A150 2 200 150 540 6.10
GE-MX-OB90-25-A150 2 250 150 540 6.30
GE-MX-OB90-30-A150 2 300 150 540 6.50
GE-MX-OB90-40-A150 2 400 150 540 6.80
GE-MX-OB90-45-A150 2 450 150 540 7.00
GE-MX-OB90-50-A150 2 500 150 540 7.10
GE-MX-OB90-60-A150 2 600 150 540 7.50
GE-MX-OB90-75-A150 2 750 150 540 8.10
GE-MX-OB90-90-A150 2 900 150 540 8.50

Part No T W A L Kg
GE-MX-IB90-10-A150 2 100 150 540 5.70
GE-MX-IB90-15-A150 2 150 150 540 5.90
GE-MX-IB90-20-A150 2 200 150 540 6.10
GE-MX-IB90-25-A150 2 250 150 540 6.30
GE-MX-IB90-30-A150 2 300 150 540 6.50
GE-MX-IB90-40-A150 2 400 150 540 6.80
GE-MX-IB90-45-A150 2 450 150 540 7.00
GE-MX-IB90-50-A150 2 500 150 540 7.10
GE-MX-IB90-60-A150 2 600 150 540 7.50
GE-MX-IB90-75-A150 2 750 150 540 8.10
GE-MX-IB90-90-A150 2 900 150 540 8.50
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Vertical bends in 90º, 60º, 45º, 30º are available on request.
90º vertical bend is supplied in standard unless the angle
specified when ordering.

90º, 60º, 45º, 30º dönüþler mevcuttur.
Baþka ölçü belirtilmedikçe standart 90º teslim edilir.
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Part Nr.

10 NCR1517.DG

Part Nr.

10 NCF1517.DG

150
SIDE HEIGHT

DG: to be used outdoors or 
indoors in humid atmosphere

•	�hot-dip galvanized acc. to ISO 1461

•	�hot-dip galvanized acc. to ISO 1461

CONNECTORS INSIDE

CONNECTORS OUTSIDE

With each connector 6 Bolts M6X13 
(Part Nr. 10G.12.616) have to be ordered separately

With each connector 6 Bolts M6X13 
(Part Nr. 10G.12.616) have to be ordered separately

111

Cable Ladders

Echelles à câbles

Kabelleitern

Kablo merdivenleri

EN

FR

D

RU

TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Cable Ladders 100

Part No T W A L Kg/m
GE-MX-10-A100 2 100 100 3000 5.70
GE-MX-15-A100 2 150 100 3000 5.90
GE-MX-20-A100 2 200 100 3000 6.10
GE-MX-25-A100 2 250 100 3000 6.30
GE-MX-30-A100 2 300 100 3000 6.50
GE-MX-40-A100 2 400 100 3000 6.90
GE-MX-45-A100 2 450 100 3000 7.10
GE-MX-50-A100 2 500 100 3000 7.30
GE-MX-60-A100 2 600 100 3000 7.70
GE-MX-75-A100 2 750 100 3000 8.30
GE-MX-90-A100 2 900 100 3000 8.90
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GE-EKX
Coupler
Ek parçasý Part No T A Kg

GE-EKX-100 2 100 0.54

GE-SDX
Hinge plate
Seviye deðiþtirme Part No Kg

GE-SDX-100 0.74

Base holes available upon request.
Ýstek üzerine taban delikleri ile imal edilir.

Custom production available upon request.
Ýsteðe göre diðer ölçülerde üretim yapýlýr.
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GE-MX-A100
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Cable Ladders

Echelles à câbles

Kabelleitern

Kablo merdivenleri

EN

FR

D

RU

TRMaterial options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Cable Ladders 100

Part No T W A L Kg/m
GE-MX-10-A100 2 100 100 3000 5.70
GE-MX-15-A100 2 150 100 3000 5.90
GE-MX-20-A100 2 200 100 3000 6.10
GE-MX-25-A100 2 250 100 3000 6.30
GE-MX-30-A100 2 300 100 3000 6.50
GE-MX-40-A100 2 400 100 3000 6.90
GE-MX-45-A100 2 450 100 3000 7.10
GE-MX-50-A100 2 500 100 3000 7.30
GE-MX-60-A100 2 600 100 3000 7.70
GE-MX-75-A100 2 750 100 3000 8.30
GE-MX-90-A100 2 900 100 3000 8.90
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Coupler
Ek parçasý Part No T A Kg

GE-EKX-100 2 100 0.54

GE-SDX
Hinge plate
Seviye deðiþtirme Part No Kg

GE-SDX-100 0.74

Base holes available upon request.
Ýstek üzerine taban delikleri ile imal edilir.

Custom production available upon request.
Ýsteðe göre diðer ölçülerde üretim yapýlýr.
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Part Nr.

10 BS.15DG

Part Nr.

10 CLC.DG

150
SIDE HEIGHT

DG: to be used outdoors or 
indoors in humid atmosphere

•	�hot-dip galvanized acc. to ISO 1461

•	�hot-dip galvanized acc. to ISO 1461

CABLE LADDER BARRIER STRIP	

CABLE LADDER CLAMP

For cable ladder connection on brackets. 
Complete with bolt.

Cable Ladder Barrier strip 10 BS

Cable Ladder clamp 10 CLC


